Mainline Switch Inspection Report Semi-Annual WOQ# [0434¢S Page 1 of 3
Date - Xol 3 Inspection Crew 6] €A o ed (-(/
Watchman [T
I Location o 22 Standard Joints
25\\1tcth#J,24 lB S Y R NA
3Facing_ £~  Trailing 23 Switch Plates

)Y R

Rail Points
4 Point to Point £

5 Point Condition
‘_Y R Nothing less than 4 inches or greater than 5 inches.
omt Thé} + Min 3 172 H)f?es on house top point protected

6a Point Openmg .
NS Y "R I
7 Fit
Y R
>neral Condition of the Points
Y R
Lage
Heel of Sw1tcl}
9Main _Sb67A L
10 Turnout 5 7, - Sh
11 Gage ahead ofBend L 7/
Must not be legs than 56 inches or
more than 57 inches for “S”
12 Heel Spread i 1$ Inches
Turnout

B TEY
13 Main /z I/#

Stock Rail

14-Bend
Y R
15-Condition
)Y R
Bolts
16 Loose b " N/A
17 Missing O N/A
Rivets (Huck Bolts
18 Loose A NA
19 Mlssmg D_ N/A
20 Cotter Pins Missing ( > NA
21 Jam Nuts Loose O NA

Missing

2la Washers ( 0k  Broken
Remarks on page 3

GNEIC 11-10-2011

24 Adjust J\ ¢ Braces
S)Y R NA
24aNon-Adjustable Braces

SY R®E®A
Switch Rods
25 Front Rod
Y R NA
26 #1 Rod (Basket Rod)
Y R
27 #2 Rod
Y R
28 #3 Rod
Y R N/A
29 #4 Rod

"S)Y R NA
3 osure Rail
R

31 Surface of Switch
Y R
Using a 62’ cord, not over
1”to 11/2” for a Y and no
more than 1 1/2” to 1 3/4>
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
S)Y R
33 Switch Adjustments
Yes o)
34 Lubrication
“Ok Dry
35 Switch Targets/Lamps

Ok Missing  NA~y

ches
@ Broken___ Missing
37 Locks

Broken
38-General Condition

Y R
&qsulatcd Joints
S$)Y R

39a Regular Joints
S YR

Missing






Mainline Frog Inspection Report Semi-Annual

50 Location
50a SwitchID. #_j24- | A
51 Fagj Trailing
FrogTread N (SJ)Y R
R Y R
53 Frog # ®, O
54/79 Point Condition

(Y R
55 Condition of Frog

YR
5 rface of Frog
Y R
57 Throat in Inches 2

72 Flangeway Depth 2 /
Flangeway Depth must not be less than 1 %”
Gage ,
58 Main Track 36 V2
59 Turnout Track 5 (o ¥ Vd
Gage must not be less than 56” any class
Guard Rails v T j [
60 Guard Rail Gage N _S ¢ ’? R S Y 76
Guard Rail Gage must more than 54 3/8”
61 Back ToBack NSZ* R 52 %;
Back to Back Gage must be less than 53 1/8”
62 Condition
SYR
63 Location of Guard Rail (Relation to Point)
SYR
Guard Rail Clamps

64 in Track
%ﬁ R N/A

65 Futnout Track

CS)Y R N/A

Class 1 Gage 56” to 57 15”

More than 57 %” Qut of Service
Class 3 Gage 56” to 577

More than 57” to 57 ¥4” downgrade to

Class 2 and gets a Y
Remarks on page 3

GM/JC 11-10-2011

Page 2 of 3

Turnout Ties
66 Condition

$)Y R NA
67 Rail Movement
"S$yY R NA
lates
ead
Y R NA
ard Rail Flangeway
SY RN | % R J
Guard Rail Flangeway can not be less 1 14”
70 Guard Rail Plates

CE‘)’ R N/A
71 Frog Plates

DY R NA

Bolts ]
73 Loose 0 wNA

74 Missing { ; N/A

Rivets (Huck)

75 Loose D N/A
76 Missing N/A
77 Nuts Missing N/A e

78 Cotter Pins-Missing
79 Washer ‘Broken___Missing_ N/A

80 Hold Down Devices
/Y R N/A
Spring Housing
S'Y RW
82 Derails
S'Y R

83 Maximum difference in any 31’ in Cross
Level on the siding from the Frog Point to
50’ beyond the last long tie ,
Ok  Difference //\/

84 Condition of Line thru entire turnout
SQY)R






Remarks

Page 3 of 3
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All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed by: \J\N \(S{*&{b Date: g”/ - /S

11-10-2011







WO#_10434¢9

Page 1 of 3

22 Standard Joints

Mainline Switch Inspection Report Semi-Annual

Date __E;:[.,.‘.'_%_Q_i];_._l ______ __ Tnspection Crew Crepnwecd < Ne [s, v
Watchman [0 Q

1 Location o

2Switch1.D. # |24 38
3 Facing__ .~ Trailing

Rail Points
4 Point to Point G | y;k
5 Point Condition

6 g Yt TI; Nothing less than 4 inches or greater than 5 inches.
oint Throw, pg; . ;i

N 4 Mmlg l/{lmflh:/as on house top point protected

6a Point Opening N
NS R >

7 Fit

Y R
8 @ml Condition of the Points
R
Gage
Heel of Switch
9 Main L( Ve
10 Tumout S 6 (. .
11 Gage ahead of Bend S (. /.
Must not be legs than 56 inches or
more than 57 inches for “S”
12 Heel Spread in Inches
Turnout () __hi/ <

I3Main_[, 78"~

Stock Rail
14 Bend
(S
15 Condition
@Y R

Bolts
I6Loose_ N/A
[7Missing _ N/A
Rivets (Huck Bolts)
I8Loose .~ N/A
[9Missing_ N/A

20 Cotter Pins Missing N/A
21 Jam Nuts Loose =~ N/A
2la Washers Ok Broken _ Missing

Remarks on page 3

GNEJC 11-10-2011

S'Y
23 Switch Plates
Y R

24 Adjustable Braces
Y R N/A

24a Non-Adj le Braces
S'Y RV
Switch Rods

25 Front Rody /£
Gy R
26 #1 Rod (Bdsket Rod)

(9Y R

27 #2 Rod
S YR
28 #3 Rod
Y R N/A
29.#4 Rod
Y R N/A
30, Closure Rail
S/Y R
3 rface of Switch
Y =R

Using a 62’ cord, not over
1”to11/2” for a Y and no

more than 1 1/2” to 1 3/4»

For a R, Great than 13/4” is Out
of Service

ead Block Ties
Y R
33 Switch Adjustments
Yes

3 brication
Ok)  Dry
35 Switch Targets/Lam

Ok Missing__k@

36 Latches

Broken___Missing
37 ks

@ Broken  Missing o

38 _.C‘Qnera! Condition
Y R
3¢ ulated Joints
Y R
39a Regular Jopts
S Y R U\






Mainline Frog Inspection Report Semi-Annual

50 Location :
50a SwitchID. # /4 4 ~3
51 Facing tailing >
52 Frog Tread N é Y R

R Y R
S3Frog# | D ~@

54/79 Point Condition
YR
dition of Frog
! R
56 Surface of Frog
Y R

57 Throat in Inches > 4]

72 Flangeway Depth 2 V%
Flangeway Depth must not be less than 1 %”
Gage ,
58 Main Track <(, %7
59 Turnout Track 3 (@ 72
Gage must not be less than 56” any class
Guard Rails
60 Guard Rail Gage N =9 V,LR SY > 7
Guard Rail Gage must more than 54 3/8:; 2
61 Back ToBack NG5 2 5% RS 2 7
Back to Back Gage must be less than 53 1/8”
62 Condition

Y R

63 Location of Guard Rail (Relation to Point)

GYR
Guard Rail Clamps
64 -Main Track

( QY R N/A

6@ out Track
\ R N/A

Class 1 Gage 56” to 57 15”
More than 57 ¥” Out of Service

Class 3 Gage 56" to 57
More than 57” to 57 ¥ downgrade to

Class 2 and getsa Y
Remarks on page 3

GM/JC 11-10-2011

Page 2 of 3

Turnout Ties
66 _Condition
Y R N/A
11 Movement
Y R N/A
Tie Plates
68 Lead
)Y R NA
69 Guard Rail Flangeway
()Y R N | R j’?
Guard Rail Flangeway can not be less 1 %”
ard Rail Plates
&_ R N/A
71 Frog Plates
Y R N/A
Bolts

73 Loose [ N/A

74 Missing N/A

Rivets (Huck) ,O

75 Loose ‘
76 Missing [& N/A

77 Nuts Mlssmg @) N/A
78 Cotter Pins Missing

79 Washers @Broken

80 Hold Down Devices
R N/A
81 Spring Housing
S YR

82 Derails

___ Missing N/A

83 Maximum difference in any 31’ in Cross

Level on the siding from the Frog Point to
“beyond the last long tie
09 Difference  /f

84 Condition of Line thru entire turnout
S






Remarks

Page 3 of 3
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All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

| | —
Reviewed by; W» Q\i}@ C() \b Bie S - ) /B

11-10-2011






Switch Inspection Report Semi-Annual

WO# D657,

Page | of 3

Mainline
Date  s//3/ss . Inspection Crew 7~ ScHiscee Gray
Watchman BRY pr7
I' Location Bpirg HiGH tAnDS 22 Standard Joints
2SwitchI D # 2 o8& _ A Y R NA
3 Facing  x Trailing ) 23 Switch Plates
Y R
Rail Points 24 Adjustable Braces
4 Point to Point _ S1% ®Y R NA
5 Point Condition 24a Non-Adjustable Braces
S _Y R Nothing less than 4 inches or greater than 5 inches, S Y R
6 fzoi‘tglfb%- Min R; IZ: i_g/:hgs on house top point protected ZS;V;:ron tRRod
6a Point Opening g Y R NA
N_5%4 _RrR_S Y/ 26 #1 Rod (Basket Rod)
7 Fit ®Y R
®YR 27 #2 Rod
8 General Condition of the Points Y R
® Y R 28 43 Rod
Gage @ Y R NA
Heel of Switch 29 #4 Rod
9Main___ 330, Y R NA
10 Turnout ; 30 Closure Rail
L'l Gage ahead of Bend Sz, V. §Y R
Must not be legs than 56 inches or 31 Surface of Switch
SYR

more than 57 inches for “S”
12 Heel Spread in Inches
Turmnout Z3

13 Main h@yff: o

Stock Rail

14 Bend
®v r

I5 Condition
S Y R

Bolts

6 Loose @ /A

7 Missing O N/A

Rivets (Huck Bolts)

I8 Loose O NA

19 Missing L N.A

20 Cotter Pins Missing O . _NA

21 Jam Nuts Loose 0 N/A

2la Washers @ Broken Missing

Remarks on page
GNIC T 16200

sing a 62’ cord, not over

I"to11/2” fora Y and no
more than 1 1/2” ¢ | 3/4"
For a R, Great than 13/4” js Qut
of Service

32 Head Block Ties

Y R

33 Switch Adjustments
Yes

34 Lubrication
Ok Dry

35 Switch Targets, Lamps

Ok Missing @

36 Latches

Broken Missing
37 Locks
@ Broken Vhissing

RT] ieneral Condition
Y R
39 Insulated Joints
Y R
3 cgular Joints
SY R






Mainline Frog Inspection Report Semi-Annugl Page 2 of 3

50 Location Turnout Ties
50a Switch ID. # 66 Condition
51 Facing Trailing @Y RNA
52 Frog Tread N ®Y R 67 Rail Movement
R ®YR ® Y R NA
53Frog# 0 Tie Plates
54/79 Point Condition 68 Lead
SYR SY R NA
55 Condition of Frog 69 Guard Rail Flan eway .
Y R YRN_[% r /%
56 Surface of Frog uard Rail Flangeway can not be less 1 %5
®YR 70 Guard Rail Plates
Y R NA
57 Throat in Inches LR 71 Frog Plates
72 Flangeway Depth o (S) Y R N/A
Flangeway Depth must not be less than 1 %”
Gage Bolts
58 Main Track 5(971, 73 Loose o) N/A
59 Turnout Track Yo 74 Missing o N/A
Gage must not be less than 56 any class
Guard Rails Rivets (Huck)
60 Guard Rail Gage NS4/ R sS4 /4 75 Loose © N/A
Guard Rail Gage must more than 54 3/8” 76 Missing 2 NA
61 Back ToBack N 325 R R2% 77 Nuts Missing o N/A

Back to Back Gage must be less than 53 1/8” 78 Cotter Pins Missing © _N/A
79 Washers @ Broken___Missing_ N/A

62 Condition
Y R
63 Location of Guard Rail (Relation to Point) 80 Hold Down Devices
S YR (S Y RNA
Guard Rail Clamps 81 Spring Housing
64 Main Track S Y R{/A
Y R N/A 82 Derails
65 Turnout Track S YR
@ Y R N/A 83 Maximum difference in any 31" in Cross

Level on the siding from the Frog Point to
30" beyond the last long tie
Class 1 Gage 56” to 57 v ‘ Difference

More than 57 %” Qut of Service

Class 3 Gage 56" to 577 84 Condition of Line thry entire turnout
More than 577 to 57 v,” downgrade to ($Y R

Class 2 and getsaY
Remarks on page 3

GMIC 11-10-2011




N




Remarks

Page 3 of 3

EXST  STRneHT Pouer Sue e

All rules come out of the MTA F ield Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immcdiate attention needed or Out of Service.

N/A Not applicable or not measurable.

11-10-2011






Switch Inspection Report Semi-Anmu!l

Mainline

Date  slsfz
Watchman W BRYANT

I Location BALTO  Hiertands

2 SwitchI D # .‘29_5‘__!3“___ e
3 Facing ... Trailing o o

Rail Point ’
4 Point to Point 1%
5 _Point Condition

. Nothing less than 4 inches or greater than § inches.
6 :O'i’tg“fr/(?”“ Minlg 172 f@chgﬁ on house top point protected

6a Point Opening

NS __R_S5

7 Fit

® Y R

8 General Condition of the Points
S YR

Gage

Heel of Switch

9 Main SC¥%

10 Turnout s v,

t
I'l Gage ahead of Bend S0 %
Must not be legs than 56 inches or
more than 57 inches for “S”
12 Heel Spread in Inches
Turnout  (, /y
I3Main ____ ¢, Y4

Stock Rail
14 Bend

@ v R
|5 Condition

@YR

Bolts
[6 Loose  Q
17 Missing g

Rivets (Huck Bolts)
N

I8 Loose ) A
N A
O

N/A
N/A

[9 Missing S
20 Cotter Pins Missing
21 Jam Nuts Loose
2la Washers @

_NA
N/A

Broken Missing

Remarks on page
GAPIC th-1e.201

WO# IOL(,S18

Page | of 3

22 Standard Joints
R N/A

23 Switch Plates

B

Y R NA

24a Non-Adjustable Braces
S YR

Switch R @

25 Front Rod
©Y R NA

26 #1 Rod (Basket Rod)
SSY R

27 #2 Rod
Y R
28 #3 Rod
Y R NA
29 #4 Rod
Y R N/A
30 Closure Rail
SSY R
31 Surface of Switch
Y R
sing a 62’ cord, not over
1"to11/2” foray and no
more than 1 1/2” to | 3/4
For a R, Great than 13/4” is Qut
of Service
32 Head Block Ties
@ Y R
33 Switch Adjustments
Yes

34 Lubrication
gf) Dry
35 Switch Targets; Lamps

Ok Missing,,,,,,
36 Latches

@ Broken Missing
37 Locks
Broken Vssing
38 General Condition
®Y Rr

39 Insulated Joints
® Y R

39a Regular Joints
®Y R






Mainline Frog Inspection Report Semi-Annual Page 2 of 3
50 Location Turnout Ties
50a Switch [D. # 66 Condition
51 Facing Trailing ® Y RNA
52 Frog Tread N ® YR 67 Rail Movement
R YR ® Y R NA

53 Frog# Lo Tie PI
54/79 Point Condition 68 Lead

YR Q Y R NA
55 Condition of Frog 69 Guard Rail Flangeway .

Y R YRN_ g R \Y

56 Surface of Frog
(SYR

57 Throat in Inches 3 %
72 Flangeway Depth 7 %
Flangeway Depth must not be less than 1 %”
Gage
58 Main Track SL%
59 Turnout Track SG%
Gage must not be less than 56 any class
Guard Rails
60 Guard Rail Gage N_S4% R S4%
Guard Rail Gage must more than 54 3/8”
61 Back ToBack N S»>% R S4Ya
Back to Back Gage must be less than 53 1/8”
62 Condition

®YR
63 Location of Guard Rail (Relation to Point)

QYR
Guard Rail Clamps
64 Main Track

(Y R NA

65 Turnout Track

G Y RNA

Class 1 Gage 56” to 57 14

More than 57 %” Out of Service
Class 3 Gage 56" to 57”

More than 57” to 57 1,” downgrade to

Class 2 and getsayY
Remarks on page 3

GMIC 11-10-2011

Giard Rail Flangeway can not be less 1 N
70 Guard Rail Plates

®Y R NA
71 Frog Plates

(9 Y RNA
Bolts
73 Loose © N/A
74 Missing O  NA
Rivets (Huck)

75 Loose @) N/A

76 Missing © __N/A
77 Nuts Missing ¢ __N/A

© _NA

78 Cotter Pins Missing
79 Washers Broken__Missing“ N/A

80 Hold Down Devices
&Y RNA

81 Spring Housing
S YR

82 Derails

S YR V/
83 Maximum difference in any 31" in Cross

Level on the siding from the F rog Point to
50° beyond the last lon tie
( (ﬁ Difference _

84 Condition of Line thru entire turnout
B YR







Remarks

Page 3 of 3

Mo NMew Deeecee

INspecTio n)  Coupleted

All rules come out of the MTA F teld Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed b.v';_:zng% ._M_é,,_,_,ww_mh“w_“ Date:_é[%_q/izm___,%___

11-10-2011






Mainline Switch Inspection Report Semi-Annual

Date  s/afts.
Watchman BRASAUT
I Location  HAMBURg

WO# _]048599

Page | of 3

Inspection Crew TISC/,IIS'(_EQV G LA

22 Standard Jonts

2SwitchI D # 43 2z ®Y R NA
3 Facing Trailing 23 Switch Plates
Y R
Rail Points 24 Adjustable Braccs
4 Pointto Point _ S|3% @Y R NA
5 Point Condition 24a Non-Adjustable Braces
(S)‘Y R Nothing less than 4 inches or greater than 5 inches. S Y R
6 ]F:Jm?t?i/_;f“-ﬁm R! -Ifé?izthés on house top point protected ?gv;’rontRR od
6a Point Opening SY R NA
N 4% R 43, 26 #1 Rod (Basket Rod)
7 Fit ®Y R
® YR 27 #2 Rod
8 General Condition of the Points ®Y R
(5 YR 28 #3 Rod
Gage (DY R NA
Heel of Switch 29 #4 Rod
9 Main __S¢}h ® Y R NA
10 Turnout _ S¢v, 30 Closure Rail
SYR

11 Gage ahead of Bend  S(.5/g
Must not be legs than 56 inches or

more than 57 inches for “S”
12 Heel Spread i‘n Inches

Tumout (‘%4
I3Main____ (, %

Stock Rail
14 Bend

® Y R
15 Condition

(9 Y R

Bolts

16 Loose O N/A

I'7 Missing o N/A

Rivets (Huck Bolts)

18 Loosc o N A

Y Missing  © N A

20 Cotter Pins Missing o . NA

21 Jam Nuts Loose N/A
21a Washers @ Broken Missing

Remarks on page
GAFIC Pl-te. 2000

31 Surface of Switch
®Y R
Using a 62’ cord, not over
I"to11/2”foray and no
more than 1 1/2” to | 3/4"
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
®Y R
33 Switch Adjustments

Yes (No
34 Lubrication
Ok @5
35 Switch Targets: | .amps
Ok Missing. (N,
36 Latches

Broken Missing
37 Locks
@ Broken Missing
38 Cencral Condition
Y R
39 Tnsulated Joints
O Y R

39a Regular Joints

®Y R






Mainline Frog Inspection Report Semi-Annugl Page 2 of 3

50 Location Turnout Ties
50a Switch LD # 66 Condition
51 Facing Trailing &Y RNA
52 Frog Tread N ® Y R 67 Rail Movement
R ®YR ® YR NA
53 Frog# 8 Tie Plates
54/79 Point Condition 68 Lead
®YR ©Y RNA
55 Condition of Frog 69 Guard Rail Flangeway
G YR OY RN _Ta R_ |y
56 Surface of Frog _ Guard Rail Flangeway can not be less 1 44"
S YR 70 Guard Rail Plates
©Y R NA
57 Throat in Inches S 71 Frog Plates
72 Flangeway Depth 5 Yo, ® Y R NA
Flangeway Depth must not be less than 1 ”
Gage Bolts
58 Main Track S 73 Loose © N/A
59 Turnout Track SC '/ 74 Missing © NA
Gage must not be less than 56” any class
Guard Rails Rivets (Huck)
60 Guard Rail Gage N _S4% R s45/s 75 Loose 0 N/A
Guard Rail Gage must more than 54 3/8” 76 Missing © N/A
61 Back ToBack N_%1¥5 R %% 77 Nuts Missing o  N/A

Back to Back Gage must be less than 53 1/8” 78 Cotter Pi Missing © __ N/A
79 Washers\Q Broken__Missing__ N/A

62 Condition
Y R
63 Location of Guard Rail (Relation to Point) 80 Hold Down Devices
®YR ©Y rRNA
Guard Rail Clamps 81 Spring Housing
64 Main Track S YR @
Y R N/A 82 Derails
65 Tumnout Track ©Y R NA
Y R NA 83 Maximum difference in any 31" in Cross

Level on the siding from the Frog Point to

50" bevond the last long tie

Class 1 Gage 56” to 57 14" @k Difference

More than 57 %" Qut of Service

Class 3 Gage 56” to 57" 84 Condition of Line thru entire turnout
More than 57” to 57 14" downgrade to SY R

Class 2 and getsaY
Remarks on page 3

GM JIC 11-10-2011






Remarks

Page 3 of 3

Pt StheTive Te S

All rules come out of the MTA F teld Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class | for the Yard,

S Everything is in Specs.

Y Attention needed.

R Immcdiate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed by:mgé‘_i 44‘(&14,&4 oo Date: _-,.S/ZﬁZI;ZV-“w«.--h-._m,w

11-10-2011







Switch Inspection Report Semi-Annu:;l

Mainline

Date 5//3/{§_k o
Watchman_ )/ B/{‘.MA/T

I Location HAMRuURG

2 SwitchI D # -4z I
3 Facing  x Trailing

Rail Points

4 Point to Point _S13/g

5 Point Condition
‘Y R Nothing less than 4 inches or greater than § inches.
6 gon.zl{'%‘:"'Tinlg _g%hes on house top point protected
6a Point Opening ‘,
N_ 4% R 4%

7 Fit

®YR

8 General Condition of the Points

(S YR

Gage

Heel of Switch

9 Main _$GY%

10 Turnout <7 ;%

11 Gage ahead of Bend (Vs
Must not be legs than 56 inches or
more than 57 inches for “S”

12 Heel Spread in Inches
Turmout  GJy

[3Main____ %

Stock Rail
14 Bend

Y R
15 Condition
DV R

Bolts
16 Loose o

I7 Missing o

N/A
N ///\

Rivets (Huck Bolts)
'8 Loosc 0 NA

9 Missing "o N A

20 Cotter Pins Missing o
21 Jam Nuts Loose 0
21a Washers Broken

_NA
N/A
- Missing

Remarks on page
GNEIC T 1200

WO4 _[048593

Page 1 of 3

Inspection Crew T.Sc/-llsz_ge GC.LaM

22 Standard Joints
Y R NA

23 Switch Plates
® Y R

24 Adjustable Braces

®Y R NA
24a Non-Adjustable Braces
S YR
Switch R
25 Front Rod
®Y R NA
26 #1 Rod (Basket Rod)
® v R

27 #2 Rod
® Y R
28 #3 Rod
® Y R NA
29 #4 Rod
&Y R NA
30 Closure Rail
@ YR
31 Surface of Switch
Y R
sing a 62’ cord, not over
1”to11/2” for a Y and no
more than | 1/2” to | 3/4”
For a R, Great than 13/4” is Out
of Service
32 Head Block Tics
@ Y R
33 Switch Adjustments
Yes
34 Lubrication
Ok
35 Switch Targetss Lamps

Ok Missing @

36 Latches
37 ;,ocks
(QB Broken

38 General Condition
&Y R

39 Insulated Joints
S)Y R

39a Regular Joints
® Y R

Broken Missing

Missing






Mainline

50 Location

50a Switch LD #

51 Facing Trailing

52 Frog Tread N ®Y R
R S YR

53Frog# 3

54/79 Point Condition

®YR
55 Condition of Frog

®YR

56 Surface of Frog

@ YR
57 Throat in Inches 3
72 Flangeway Depth 2%
Flangeway Depth must not be less than 1 %”
Gage ’
58 Main Track  __ ¢,
59 Turnout Track <, %
Gage must not be less than 56 any class
Guard Rails
60 Guard Rail Gage N S43 R S454
Guard Rail Gage must more than 54 3/8»
61 Back ToBack N _S % R 2z 4
Back to Back Gage must be less than 53 1/8”
62 Condition

©Y R
63 Location of Guard Rail (Relation to Point)

5Y R
Guard Rail Clamps
64 Main Track

S Y R NA
65 Turnout Track

©Y RNA

Class 1 Gage 56” to 57 14"
More than 57 %” Out of Service

Class 3 Gage 56” to 57"
More than 57" to 57 v, downgrade to

Class 2 and getsaY
Remarks on page 3

GM IC 11-10-2011

Frog Inspection Report Semi-Annugl

Page 2 of 3

Turnout Ties

66 Condition
© Y R NA
67 Rail Movement
® Y R N/A
Tie Plates
68 Lead
©Y R NA
69 Guard Rail Flangeway
® Y R N_\7%, R |
Guard Rail Flangeway can not be less 1 %4
70 Guard Rail Plates

®Y R NA
71 Frog Plates

®Y R NA
Bolts
73 Loose o N/A
74 Missing 0 N/A
Rivets (Huck)

75 Loose 0 N/A

76 Missing % N/A
77 Nuts Missing o N/A

78 Cotter Pins Missing © N/A

79 Washer@b Broken__ Missing  N/A

80 Hold Down Devices
@ Y R N/A
81 Spring Housing
S'Y RNA
82 Derails

S YR
83 Maximum difference in any 31 in Cross

Level on the siding from the Frog Point to

30” bevond the last long tie

Difference

84 Condition of Line thru entire turnout

(S)YR






Remarks

Page 3 of 3
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All rules come out of the MTA F ield Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class | for the Yard,

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service

N/A Not applicable or not measurable.

Reviewed b»jﬁ% . W R Ddtc-é/ﬁ?*/fi_--_._,ww_

I1-10-2011







witch Inspection Repor mi-Annual

Mainline

Date 5//3/:3
Watchman (s 3247

wou (6 € Lo oG

Page 1 of 3

Inspection Crew 7~ ScHiscer  Gia

. - 1

I Location - (st Ber 22 Standard Joints
28witchID. #_j( <~ % 4 ®Y R NA
3 Facing Trailing 23 Switch Plates
& YR
Rail Points 24 Adjustable Braces
®Y R NA

4 Point to Point 14
5 Point Condition

.Y R Nothing less than 4 inches or greater than § inches,
6 ; oint T}f’zwv in li’ 12 Af_l,l/s/hes on house top point protected
6a Point Opening
Ne i R_ 5

7 Fit

(YR
8 General Condition of the Points

® YR
Gage
Heel of Switch
9 Main __ <. %,

10 Turnout  S¢3%

11 Gage ahead of Bend A
Must not be legs than 56 inches or
more than 57 inches for “S”

12 Heel Spread in Inches
Tumout (%

13Main g
Stock Rail
14 Bend

® Y R
15 Condition

Y R

Bolts
16 Loose ° N/A
17 Missing o NA
Rivets (Huck Bolts)
18 Loose e N/A
19 Missing N/A
20 Cotter Pins Missing © N/A
21 Jam Nuts Loose ——.__*= N/

21a Washers Ok> '_“Broken_;Missing _

Remarks on page
GMIC 11-10-201]

24a Non-Adjustable Braces

SY R
Dy

®Y R NA
26 #1 Rod (Basket Rod)
Y R

27 #2 Rod
©®Y R
28 #3 Rod
@ Y R NA
29#4 Rod
®Y R NA
30 Closure Rail
Y R
3 Surface of Switch
(Y R
Using a 62’ cord, not over
1”to 11/2” for a Y and no
more than 1 1/2” o 1 3/4”
For a R, Great than 13/4” is Qut
of Service
32 Head Block Ties
SSY R
33 Switch Adjustments
Yes
34 Lubrication
Ok
35 Switch T; argets/Lamps
Ok Missing
36 Latches
Broken___Missingh___

37 Locks
@ Broken Missing

38 General Condition
Y R
39 Insulated Joints
Y R
39a Regular Joints
Y R






mi-Ann Page2of 3

Mainline rog In ion R
50 Location Turnoyt Ties
50a Switch LD # 66 Condition
51 Facing Trailing DY RNA
52 Frog Tread N ®Y R 67 Rail Movement
®Y R ® YR NA
53 Frog# % 1
54/79 Point Condition 68 Lead
@ YR Y R NA
55 Condition of Frog 69 Guard Raj] Flangeway
®YR Y RN_\% R \V
56 éurface of Frog Guard Raijl Flangeway can not be less 1 4”
YR 70 Guard Rail Plateg
@Y R NA
57 Throat in Inches /s, 71 Frog Plates
72 Flangeway Depth 5 2 ®Y RNA
Flangeway Depth must not be less than 1 1~
Bolts
58 Main Track S 73 Loose © N/A
59 Turnout Track R 74 Missing © N/A

Gage must not pe less than $6» any class
i Rivets (Huck)

60 Guard Rail Gage N S478 R <S4, 75 Loose © N/A
Guard Rail Gage must more than 54 3/8» 76 Missing © _N/A
61 Back To Back N Yo R <554 77 Nuts Missing o N/A

" Back to Back Gage must be less than 53 1/8» 78 Cotter Pins Missing ©_N/A
79 Washers @ Broken  Missing_ N/a

62 Condition
S YR
63 Location of Guard Rail (Relation to Point) 80 Hold Down Devices
Y R ®©Y R NA
u il Cl 81 Spring Housing
64 Main Track SY
82 Derails

Y R N/A
65 %mout Track S YR
@ Y R NA 83 Maximum difference in any 31’ in Cross

Level on the siding from the Frog Point to
30" beyond the last long tie

Class 1 Gage 56” to 57 1;» Difference

More than 57 %” Out of Service oo

Class 3 Gage 56" 1o 5 7”7 84 Condition of Line thru entjre turnout

More than 577 to 57 % downgrade to SY R

Class 2 and getsaY

Remarks on age 3
GM/IC 11-10-201]






Remarks
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All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.

Everything is class 3 for Mainline and class 1 for the Yard.
S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable,

Reviewed by: ]

11-10-2011

Date.  S5/z0/;






Mainline Switch Inspection Report Semi-Annual

Date ,5//3/(3_ e
Watchman_(y BRwawr

I Location WESTRopyr
28witchI D # s R
3 Facing X Trailing -

Rail Points
4 Point to Point _ 3| V.

5 Point Condition

) ‘Y R Nothing less than 4 inches or greater than 5 inches.
6 Point Throw, Min 3 1/2 inches on house top point protected
3

N L Se— R e /+
6a Point Opening
N_S% R_ 3%,
7 Fit
Y R
8 General Condition of the Points

SY R

Gage

Heel of Switch

9Main __ S

10 Turnout Y,

I'1 Gage ahead of Bend (%4
Must not be legs than 56 inches or
more than 57 inches for “S”

12 Heel Spread in Inches
Turnout _ o'

[3Main___ (Ya

Stock Rail
I4 Bend

®Y R
15 Condition
@ Y R

Bolts
6 Loose o N/A
I'7 Missing o N/A

Rivets (Huck Bolts)
NCA

I8 Loosc o

19 Missing o - NA

20 Cotter Pins Missing 6. _NA
21 Jam Nuts Loose N/A
21a Washers @k Broken Missing

Remarks on page }
GNPIC 1) -1e. 200

WO# 105607, Page | of 3

Inspection Crew T_Sc_u,‘sl_éa G lay .

22 Standard Joints
@Y R NA
23 éwitch Plates
Y R
24 Adjustable Braces
@Y R NA
Non-Adjustablc Braces

i
Front Rod
©Y R NA
26 #1 Rod (Basket Rod)
® Y R
27 #2 Rod
@ Y R
28 #3 Rod
Y R N/A
29 %4 Rod
©®Y R NnA
30 Closure Rail
Y R
31 Surface of Switch
Y R
sing a 62’ cord, not over
["to11/2”fora Y and no
more than 1 1/2” to | 3/4"
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
Y R
33 Switch Adjustments
Yes
34 Lubrication
Ok

35 Switch Targets/ Lamps
Ok Missing g@

36 Latches
Broken Missing
37 Locks
@ Brokcen Missing
38 General Condition
@Y R
39 Insulated Joints
®Y R
39a Regular Joints
@ Y R






Mainline

50 Location
50a Switch LD. #
51 Facing Trailing
52 Frog Tread N &Y R
R SYR
53Frog# g
54/79 Point Condition
®YR

55 Condition of Frog

®YR
56 Surface of Frog

®Y R

57 Throat in Inches 2%
72 Flangeway Depth 2 Y%,
Flangeway Depth must not be less than 1 %”
Gage
58 Main Track SeVeg
59 Turnout Track <, %
Gage must not be less than 56” any class
Guard Rails
60 Guard Rail Gage N_S4% R 4%
Guard Rail Gage must more than 54 3/8”
61 Back ToBack N S2%, R 2%,
Back to Back Gage must be less than 53 1/8”
62 Condition

S YR
63 Location of Guard Rail (Relation to Point)

S YR
Guard Rail Clamps
64 Main Track

® Y R NA
65 Tumout Track

& Y R NA

Class 1 Gage 56” to 57 1"
More than 57 %” Out of Service

Class 3 Gage 56" to 577
More than 57" to 57 downgrade to

Class 2 and getsa Y
Remarks on page 3

GMIC HT-10-2011

Frog Inspection Report Semi-Annugl

Page 2 of 3

Turnout Ties
66 Condition

S Y R NA
67 Rail Movement

O Y R NA
Tie Plates
68 Lead

S Y RNA
69 Guard Rail Flangeway

@Y RN 1% R \Tg
Guard Rail Flangeway can not be less 1 %4”
70 Guard Rail Plates

®Y R NA
71 Frog Plates

(3 Y RNA
Bolts
73 Loose ) N/A
74 Missing © N/A
Rivets (Huck)

75 Loose o N/A

76 Missing ) N/A
77 Nuts Missing  © N/A

78 Cotter Pins Missing o N/A

79 Washers_ Ok Broken__ Missing N/A

80 Hold Down Devices
@Y R NA
81 Spring Housing
S YR
82 Derails
S YR
83 Maximum difference inany 31 in Cross

Level on the siding from the _Frog Point to
30" beyond the last long tie

Difference

84 Condition of Line thru entire turnout
®Y R






Remarks

Page 3 of 3

\JUST STﬁmeoTO 1T on Rer @omr
/8" _GAP _STRAMT R

— e

All rules come out of the MTA F ield Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class | for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immcdiate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed by: ]

[1-10-2011






g

Switch Inspection Report Semi-Annual

Mainline

Date _ 5/i3/s

wou (65698 ¥ Page | of 3

Inspection Crew 7 Seiisice Glay

Watchman (v BRYANT

1 Location o es+ Poi ¥
28witchlD.# 11 &-3 (3
3Facing___~ Triling X

Rail Points
4 Point to Point <[ %
5 Point Condition

6<P$ Y; T;Rl Nothing less than 4 inches or greater than 5 inches.
omt LArOW. Min 3 1/2 inches on house top point protected
N 4%, 44 PSP
6a Point Opening
N_4% R_4%
7 Fit

@) Y R
8 General Condition of the Points
Y R
Gage
Heel of Switch
9Main__ 5%
10 Turnout _ = %
11 Gage ahead of Bend o
Must not be legs than 56 inches or
more than 57 inches for “S”

12 Heel Spread in Inches

Turnout __4(9__'/47 =
13 Main o4
Stock Rail

14 Bend
é Y R
15 Condition
@ Y R

Bolts
16 Loose o

o NA
17 Missing o N/A

Rivets (Huck Bolts)

I8Loose o N.A

9 Missing o N/A
20 Cotter Pins Missing o NA
21 Jam Nuts Loose o N/A

21a Washers @ Br(')i(‘éh__._ﬂ__,Mx'ssing__,_,

Remarks on page 3

GMIC 11-10-2011

22 Standard Joints
®Y R NA
23 Switch Plates
Y R

24 Adjustable Braces

Y R NA
24a'Non-Adjustable Braces
S Y R NA
Switch Rods@
25 Front Rod
Y R NA
26 #1 Rod (Basket Rod)
@ Y R
27 #2 Rod
®Y R
28 #3 Rod
® Y R NA
29 #4 Rod
®Y R NA
30 Closure Rail
®Y R
31 Surface of Switch
®Y R
Using a 62’ cord, not over
1”to11/2” for a Y and no
more than 1 1/2” to 1 3/4”
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
(Y R
33 Switch Adjustments
Yes
34 Lubrication
Ok
35 Switch Targets/Lamps
Ok  Missing__
36 Latches
Broken__ Missing
37 Locks
OB Broken
38 General Condition
Y R
39 Insulated Joints
Y R
39a Regular Joints

& Y R

Missing






Mainline Frog Inspection Report Semi-Annual Page 2 of 3

Turnout Ties

50 Location
50a Switch I.D. # 66 Condition
51 Facing Trailing ®©Y RNA
52 Frog Tread N ® Y R 67 Rail Movement
R ® Y R (® YRNA
53Frog# 9 Tie Plates
54/79 Point Condition 68 Lead
YR (§ Y RNA
55 Condition of Frog 69 Guard Rail Flang{eway
@®YR ®YRN_\"% R |
56 Surface of Frog Guard Rail Flangeway can not be less 1 %4
S YR 70 Guard Rail Plates
©Y R NA
57 Throat in Inches ___ 2%/e, 71 Frog Plates
72 Flangeway Depth 2.1, Y RNA
Flangeway Depth must not be less than 1 %”
Gage Bolts
58 Main Track SG 73 Loose ) N/A
59 Turnout Track _ ==L 74 Missing e N/A
Gage must not be less than 56” any class
Guard Rails Rivets (Huck)
60 Guard Rail Gage N _S4'». R <43 75 Loose e NA
Guard Rail Gage must more than 54 3/8” 76 Missing o _N/A
61 Back ToBack N _S2% R S2324 77 Nuts Missing __©  N/A
Back to Back Gage must be less than 53 1/8” 78 Cotter Pins Missing o N/A
62 Condition 79 Washers QD Broken__ Missing  N/A
Y R
63@ocation of Guard Rail (Relation to Point) 80 Hold Down Devices
Y R ®Y RNA
Guard Rail Clamps 81 Spring Housing
64 Main Track SY RNA
©Y R NA 82 Derails
65 Turnout Track S YR
Y R N/A 83 Maximum difference in any 31’ in Cross
Level on the siding from the Frog Point to
50’ beyond the last long tie
Class 1 Gage 56 to 57 »»” @ Difference
More than 57 %” Qut of Service
Class 3 Gage 56" to 57” 84 Condition of Line thru entire turnout
More than 57 to 57 %" downgrade to @Y R

Class2 and getsa Y
Remarks on page 3

GM/JC 11-10-2011






Remarks

Page 3 of 3
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Tusprerion Couplede

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed by:‘m% 437 Mishin Date: &~ /20//3

11-10-2011







